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1  Do cument  informat ion  

1.1  Purpose and target group definition  

The purpose of th is document  is to describe the TriBee USB Bootloader, TriBee USB Drivers 

and restrictions in the memory allocation for sof tware.  

1.2  Version  histor y  

Version  Date  Author  Action  

A 200 7-08-31  Lars Löfdahl  First release  

B 2007 -10 -02  Lars Löfdahl  Changed chapter 4, Memory 
restriction for compilation.  

C 2009 -11 -12  Ola Lindskog  Update instruction for Windows 7 
and Vista  

D pA1  2009 -11 -13  Ola Lindskog  Udate for 64 -bitars version  

D PA2  2010 -01 -08  Thomas Tinglöf  Ny  länk i  nedladdningsaddress och 

krav på samma ver av USB och 
seriedrivrutiner  
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2  TriBee USB  Bootloader  

2.1  Installation Bootloader SW  

Download the latest TriBee USB Bootloader SW  from the http://www.tritech.se  web site  under 

the section ñDownload ò. 

Run the installation file and follow the instructions on the screen . 

After a successful installation you will have  a folder wit h Bootloader software, TriBee USB 

drivers and a .S19 example file.  

 

 

 

 

 

 

 

2.2  Program ming of a TriBee USB  device  

To download the .S19 file into the TriBee USB device :  

Run the Bootloader software :  

Select device TriBee USB.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.tritech.se/en/start/tritech.php
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Select a proper xxx. S19 file to load into the TriBee USB.  
 

 
 
 
Press ñDownload Programò, and the bootloader will start to program the TriBee USB unit. 
 

 
 
 
After a successful programming the text ñProgram memory OKò will appear. 
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3  TriBee  USB Driv ers  XP  

The latest available drivers  can  be d ownload ed from the http://www.tritech.se/  web site  under 

the section Download. I f you have installed the TriBee USB Bootloader software you already 

have a copy of the needed drivers  on your PC . 

Connec t the device to a spare USB port on your PC. Once the composite driver has been 

installed the Found New Hardware Wizard will launch. Click "Next" to proceed with the 

installation.  

If you are running Windows XP or Windows XP SP 1, temporarily disconnect you r PC from the 

Internet. This can be done by either removing the network cable from your PC or by disabling 

your network card by go  to the "Control Panel \ Network and Dial -Up Connections", right  click  

on the appropriate connection and select "Disable" from t he menu. The connection can be re -

enabled after the installation is complete. This is not necessary under Windows XP SP 2 if 

configured to ask before connecting to Windows Update. Windows XP SP 2 can have the 

settings for Windows Update changed through "Co ntrol Panel \ System" then select the 

"Hardware" tab and click "Windows Update".  

Select "Install from a list or specific location (Advanced)" as shown below and then click 

"Next".  

http://www.tritech.se/
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Select "Search for the best driver in these locations" and enter the file pa th in the combo -box 

or browse to it by clicking the browse button. Once the file path has been entered, click next 

to proceed.  

Locate the folder containing the latest drivers downloaded from the Tritech web site above 

and click "OK". The PC auto  selects th e correct INF file, in this case FTDIBUS.INF. Once 

Windows has found the required driver .INF file, click "Next" to proceed.  

If Windows XP is configured to warn when unsigned (non -WHQL certified) drivers are about to  

be installed, the following screen wil l be displayed unless installing a Microsoft WHQL certified  

driver. Click on "Continue Anyway" to continue with the installation. If Windows XP is 

configured to ignore file signature warnings, no message will appear.  
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Windows should then display a message  indicating that the installation was successful. Click 

"Finish" to complete the installation  for the serial converter driver for this port of the device.  

 

 

 

  REQUIRED!  
 

The COM port emulation driver must be installed after this has completed .  
Follow the same instruction as before and chose ñTriBee USB serial portò. 
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4  TriBee  USB Driver Windows 32 -

bit 7 (and Vista )  

 
The latest available drivers  can be d ownload ed from the http://www.tritech.se/  web . 
Download this and unzipped  the driver.  
 

 
Open the device manager by pressing the Windows button + R o n your keyboard  
Enter the text: ñdevmgmt.mscò, select OK 
 

 
Find the Tritech TriBEE USB device, right click  
 
 
 
 
 
 

http://www.tritech.se/
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Select òUpdate Driver Softwareò 
 

 
 
Select: òBrowse my computer for driver softwareò 
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Select ñLet me pick from a list of device drivers on my computerò 
 

 
 
Select ñHave Diskò 
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Select ñBrowseò and browse to the path where the driver was unzipped, select ñOKò  
 

 
Select ñInstall this driver software anywayò 
 

 
When the driver has been installed, the new version should be reflected in the driver version 
dialog. If the new version isnôt shown something went wrong with the installation, please try 
and uninstall the previous driver before retrying.  
 
 
 
 
 
  
 
 

REQUIRED!  
 

The COM port emulation driver must be installed after this has completed.  
Follow the same instruction as before and chose ñTriBee USB serial portò. 






